
Description

Membrane filters hydrophilic nature, flexible and resilient. Especially suitable 
particle uptake and general medical applications filtrations with organic solvents 
and aqueous samples.
This membrane has high specific protein adsorption and good resistance to 
alkaline solutions.
It is available in pore 0.22, 0.45 and 5.0 microns, and diameters 13, 25, 47, 90, 
142 and 293 mm in diameter.

Polyamide membrane filter (nylon)
Filtration of samples for HPLC, aqueous samples, alcoholic 

solutions and solvents

Advantages

� Hydrophilic.
� Low extractable level.
� High absorption of proteins.
� Excellent physical and thermal resistanc.e
� Good compatibility with aqueous samples, 

alkalis and organic solvents.
� Sterilization in autoclaving.

Applications

� Retention of bacteria and particles.
� Filtration of samples and solvents in 

HPLC.
� Diagnostic Kits.
� Biosensors.
� Analysis of Blood Glucose.
� Drugs filtration.
� Determination of the presence of 

Legionella in water samples according to 
ISO 11731 part I.

� Recovery of specific size particles.

TECHNICAL SPECIFICATIONS

Bubble point with water (minimum value)

0.22 µm ≥ 3.4 bar | 340 Kpa
0.45 µm ≥ 2.0 bar | 200 Kpa
5.0 µm ≥ 0.41 bar | 41 Kpa

Flow rate with water (ml/min /cm2)����p=0.7 bar | 

70 Kpa aprox.:

0.22 µm 9.9 ml/min/cm2

0.45 µm 26.9 ml/min/cm2

5.0 µm 331 ml/min/cm2

Flow rate with air (ml/min /cm2)����p=0.7 bar | 70 

Kpa aprox.:

0.22 µm 1.7 ml/min/cm2

0.45 µm 3.2 ml/min/cm2

5.0 µm 36 ml/min/cm2

Thickness:  0.100 – 0.120 mm

Membrane material

Polyamide 66 (nylon)

Diameters:  13, 25, 47, 90, 142 y 293 mm.

Maximum temperature of use  ≤ 180ºC

Maximum pressure of work:  8.7 psi 

Extractables with water < 0.2%

Chemical compatibility:  3– 14 pH

Reaction to water: hydrophilic

Absorption: High absorption non-specified of 
proteins

Sterilization: Autoclave at 121ºC ó 134ºC, 
radiation γ, dry hot at 134ºC, ethylene oxide
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Information for orders: polyamide membrane filter (nylon)

Code Material Diameter Pore size Color Surface Format Quantity

MNY022013N Nylon 13 mm 0,22 µm white smooth non sterile 100 units

MNY045013N Nylon 13 mm 0.45 µm white smooth non sterile 100 units

MNY022025N Nylon 25 mm 0,22 µm white smooth non sterile 100 units

MNY045025N Nylon 25 mm 0.45 µm blanco smooth non sterile 100 units

MNY022047N Nylon 47 mm 0,22 µm white smooth non sterile 100 units

MNY045047N Nylon 47 mm 0.45 µm white smooth non sterile 100 units

MNY500047N Nylon 47 mm 5.0 µm white smooth non sterile 100 units

MNY022090N Nylon 90 mm 0,22 µm white smooth non sterile 100 units

MNY045090N Nylon 90 mm 0.45 µm white smooth non sterile 100 units

MNY022142G Nylon 142 mm 0,22 µm white smooth non sterile 25 units

MNY045142G Nylon 142 mm 0.45 µm white smooth non sterile 25 units.

MNY022293G Nylon 293 mm 0,22 µm white smooth non sterile 25 units

MNY045293G Nylon 293 mm 0.45 µm white smooth non sterile 25 unids.
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	Text2:  Membrane filtrante din Poliamida - Nailon


